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Photovoltaic facades are an alternative way to transform materials 
that are normally used in construction to generate shades.

2017
PV PANEL
      SI-ESF-M-BIPV-CT-M156-42
      ·8 mm tempered glass
             high-transparency
      ·0.76 mm PVB layer
      ·      ·0.21 mm monocrystalline PV
              cells 156x156 mm
      ·0.76 mm PVB layer
      ·8 mm tempered glass
Composition:

Size: Various
Thickness:  18 mm
WWeight:  43 kg/m2

Transparency:  45%

Panel Power:  242 Wp

Total Power:  30.000 Wp
Quantity:  144 pcs

Canopy
BIPV

Suzhou
China



As especi�cações e dados técnicos podem ser sujeitas a alterações sem avis

Baixa
degradação

Projetado e 
fabricado 
sob medida

Alta
satisfação

Arquitetura
fotovoltaica

Garantias
12/25 anos

Material de
construções
autoavedante

WEEE
2002/96/CE

ISO 1064
Protocolo GHG

EECN  EdiǇcios 
com energia 
quase nula

IEC/EN 61215
IEC/EN 61730
IEC/EN 63092

ISO 9001
ISO 14001
ISO 45001

2014/35/EU
EN 50583-1
EN 14449

+ Energia  + Economia  - Despesasas  - CO2

 Aumento da consciência apostando em energias renováveis

 Integração de energias renováveis em ambientes urbanos

 Uso de áreas não utilizadas

 Amortização de investimentos econômicos

Tamanho e forma personalizados
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Uma das grandes vantagens 
dos vidros fotovoltaicos
arquitetonicamente

integrados do Solar Innova é 
que atuam como Ǉltro das 
radiações ultravioleta e

infrainfravermelha, ambas nocivas 
à saúde, além de gerar energía 
limpa e gratuita graças ao sol.

BIPV




