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ROOF:
‘TILES

PV Roof Tile

"MATERIALS

‘4 mm High transmission
tempered glass
-0.76 mm PVB layer
-0.21 mm crystalline
PV cells 156x156 mm
-0.76 mm PVB layer
-4 mm tempered glass

Composition:

ROOF TILE M

Horizontal
Monocrystalline —» 40W
Polycrystalline -+ 35W

Vertical
Monocrystalline - 40W
Polycrystalline = 35W

ROOF TILE L ; |
Monocrystalline —+ 85W e are a
Polycrystalline — 70W # . J perfect solution by

ROOF TILE XL P k. constituting an active

Monocrystalline —» 130W e technological glass range
Polycrystalline — 105W g/ being able to produce

ROOF TILE XXL | ; / ik electrical energy, used

Monocrystalline —» 1770W on and

Polycrystalline = 140W
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BIPV

he photovoltaic BIPV roof
tiles of Solar Innova are
perfectly integrated on the top
of buildings replacing the
conventional tiles, preserving
the esthetics thanks to the
diversity of possible
configurations.

* sc¢/mc-Si PV
* 5bb connection
* high efficiency

Mounting

156,75 mm
system

ROOF TILE M 8 cells

Horizontal
Size: 705 x 410 x 12 mm
Weight: 6,7 kg
M156-8H-45W

P156-8H-40W
Vertical

Size: 370 x 760 x 12 mm

Weight: 6,5 kg
M156-8V-45W
P156-8V-40W

ROOF TILE L 16 cells
Size: 705 x 760 x 12 mm
Peso: 12,0 kg
M156-16-90W
P156-16-70W

ROOF TILE XL 24 cells
Size: 1056 x 760 x 12 mm
Weight: 17,8 kg
M156-24-135W
P156-24-105W

ROOF TILE XXL 32 cells
Size: 1407 x 760 x 12 mm
Weight: 23,5 kg
M156-32-175W
P156-32-140W

Traditional
anchoring on
battens

+ Energy + Saving - Outlay - CO2
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